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KVA KW Kg/m² L/S

500 500 921 2080

600 550 921 2080

Dimensions

WXDXH

Approx. Weight

Unpacked

Floor

Landing

Cooling

Air

25.5 1890X880X1880 1430

KW MM Kg

22 1890X880X1880 1430

Product Specifications

UPS Rating
Max Heat Dissipation 

at 100% Load











      KVA        KW            v          A         A A A Type           v            A            A        Qty         VDC            A             A        VDC          Qty A Qty

500 500 400 755 910 730 804 6,9 URD33 TTF 1400A 400 725 1520 2 600 664 1327 48 1 725 x N 1

600 550 400 840 1000 870 957 6,9 URD33 TTF 1400A 400 870 1305 2 600 733 1465 48 1 870 x N 1

Maximum 

Current at 10% 

under voltage

Product  Specifications

4P Inverter AC output Breaker

MOB

Battery Breaker (BCB)

(Ratings at the end of discharge, 1.67VPC)

Nominal

Current

Maximum

Current

Nominal 

Current at 

400v Input

Integrated 

Bypass Fuse

Output

Current

Inverter

Short Circuit 

Current

UPS Rating AC Input

3P Rectifier Input 

Breaker (RIB)

3P+Bolted N

Bypass Input Breaker (BIB)

AC Output

Trip Device

(Shunt Trip)

Auxiliary

Switches
Rating

Separate

Battery

Configration

(UPM Bttery

Common

Battery

Configration

(UPSBattery)

Auxiliary 

Switches

For Parallel Units

Common Maintenance 

Bypass Switch

 (MBS)

Rating
Auxiliary

Switches
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